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Preface

Thank you for purchasing our OMS2380 Surgical Microscope. To prevent damage to your product
or injury to yourself or to others, read the following safety precaution in their entirety before using
this equipment. Keep these safety instructions where all those who use the product will read them.

Precautions

1. Do not use this instrument in the environment prone to fire and blast or where there

is much dust and with high temperature. Use it in the room and simultaneously be
careful to keep it clean and dry;

2. Check that all the wires are correctly and firmly connected before using. Ensure
that the instrument is well grounded.

3. Please pay attention to all the rated values of the electrical connecting terminal.

»

Only use fuse according to the specifications and rated values stipulated by our
product.

Use the power cable supplied with this instrument only;

Do not touch the surface of the lens and prism with hand or hard objects.

Turn off the main power first before replacing the illumination bulb and fuse.

® N o o

To prevent the instrument from falling down to floor, it should be placed on the

floor where the inclination angle is less than 10°.

9. Turn off the power and cover the instrument with dust-proof hood when it is not in
use.

10. In case there is any trouble, please first refer to the trouble-shooting guide. If it sfill

can not work, please contact the authorized distributor or our After-sales Service

Department.

* THE SAFETY MARKS USED IN THIS INSTRUMENT




T A A QO -

Operating
instructions

y
Ara

Electrostatic
discharge warning

Video plug

Warning

Caution Ground Terminal  Brightness adjustment

<12 Kg
Weight limit

Balance arm
regulation

Power plug



——
Contents

1. PUMDOSE ANA FEATUIES ...ttt ettt e e e e e e e tatae e e e e e e e e e abaaaeeeeeeeeensrssaaeeaeeasannsrens 1
Tl PUIMDOSE ettt ettt e e e e e et e e e e e e e e e e ababaaeaaeeeeasasssaaaaeeeesaasssssaaaeeeeeeaasssssaaaaeeeeaans 1

1.2 MaiN STTUCTUIE COMIPOSITION ettt e ettt e eetae e e e etreeeeetbaeeeeeanaeas 1

IR R (ST ] (U] (U 1

T4 PEITOIMMNONCE ...t e e e e et e e e e ttae e e eetraeeeetaeeeeeetsaeeeenataeeseetreeeeentreeeeennsreas 1

[IRSX @]} i gl ale [ lole ] (o] o TIPSR 1

A Y lellaWelelaa] oTe] a1=] o) (SRRSO 2-7
B ASSEIMDIY ettt e e e e e ——— e e e e e e e ea et —————aaaaeeaaaabaaaaaaaeeaaaataaaaaaaaeeaaaaarrraraaeaeaaans 8-10
3.1 ASSEMDIY OF IDASE oo ee et e e e eeeetve e e e eeataeeeeetbaeeeetraeeeentsaeeentseeseenaes 9

3.2 ASSEMBDIY OF The fIrST QM e eett e e e ettt e e e etrae e e eetreeeeentvseaeeaes 9

3.3 Assembly Of MICTOSCOPE NEAMA ...ttt e e et eeabe e e eetvee e eearaeeeenans 10

3.4 Assembly of 190° INClNAIE DINOCUIAN.........iiiiiee et eeeree e eeereeeeeans 10

3.5 ASSEMDIY OFf NANAIE.....ei it e e e et e e e e aa e e e eeareeeeetreeeeetreeeeenens 10

3.6 Assembly Of The LED POWET CADIE .....uiiieiiiee ettt ee e eetaee e e eree e e 10

3.7 HOW 10 coNNECT the POWET CABIE......uviiiiiiieeeee e e 10

3.8 BUIIT-IN CAMEIQ CONNECTION ..ttt tee et e et e e etre e s see e sseeessaeesssaeessseaanes 10

3.2 VIiAEO OUTPUT CONNECTION .eeiiiiieee ettt e e et eeare e e eetaee e e eearaeeeeans 10

4, USE OF T MNICTOSCOPE ittt et e e e et e e e e e tba e e e s eaabaeeeebbaeeeesssaeeasessaaesennees 11-14
4.1 Necessary WOrKing CONAITION ...uuiiiiiiiiiiceciieec ettt ettt e e tte e e e e etbr e e s e tbaeeseessaaeeesasaaeeeennns 11

R o (=Yoo [V 1To] o 1TSS PPPRUUPUPSRRt 11

4.3 Installation and adjustment DEFOre USE ........oo it 11
4.3.1 Adjusting the balanCe Of SECONA AMMN ... 11

4.3.2 AdJUSTING The MICTOSCOPDE ....eeiiieieeeie ettt te et e st e e st e e seeesseeeenseens 12

4.4 INSPECHON DETOIE USE ittt et e e e tte e e e e etbb e e e e tbbee s eearbaeeeesbaeeeennes 12

4.5 USING The MICTOSCOPDE ...oiieiieeiieeiee ettt et et e s teeesteesaseeessseessseeenseeensseesssseensseennseennns 13

4.6 Movement and StOrage AftEr USE......uii ittt e e e s e e eseeenes 14

IV Lo 0} (= g e o Tl = O USSP 15-16
5.1 Replacing the CONSUMADIE PAITS .....vviiieeieeeeeeieee e et eeere e e eere e e eeare e e eeaaeeeeeeareeeeeaes 15
5.1.1 REPIACING TE LED ....ueiieeeeeeeeeeeee e eeete e ee et ee e e e eetree e e eeaaveeeeeraeeeeenaneeseenaes 15

5.1.2 REPIACING TN fUSE ..ot e e e e e e e e e et e e e eeaaeeeeeeaaeeeeenaes 15

5.2 Cledning AN STEIIZOTION ......ciereee et e e e e et e e e eeareeeeeaaeeeeeeareeeeenaes 15
5.2.1 Cleaning the surface of @QUIPIMENT ......viiiieee e e 15

5.2.2 Cleaning the surface of the OpPHICAI IENS .......vveii i 15

5.2.3 STEIIIZATION ..ottt e e et e e et e e e tbeeebaeesasee e sbeeestaeeesreeesreens 16

5.3 DiSPOSAl OFf WOSTES ..ttt eeee e e et e e e e e eetaeeeeeetaae s eeetaeeeeenareeeeetseeeeensreeeeenaes 16

6. MICTOSCOPE OCCESSONES lIST 1ottt ettt e e e ettt e e e e etbvee e eetbbaeeeetrreeeenasaeas 17-18
7. TroUbIE SNOOTING GUIAE ... ..iii ittt e ettt e e tae e s be e e tte e e tbeeeabasessseeesseesasaeenssaeensseenn 19
S RE=Tel alal(ele | By oT=T el il e ) (o] TIPSR 20

D EMOC e 21-23



1. Purpose and Features

1.1 Purpose
The surgical microscope OMS2380 is applicable to the microsurgery and fine
examination of the clinical subjects (except ophthalmology).

1.2 Main structure composition

OMS2380 microscope, thru the observation of the optical system, including the variable
magnification zoom lens, opfical system, the tube and the eyepieces, as well as the lighting
system, stents, electrical devices, can be configured according to different application
requirements with the corresponding accessories.

1.3 Features
» OMS2380 can undertake teaching, photography and camera.

OMS2380, the 0°-190 ° angle binoculars tube on optical hinge structure, helps the doctor to
work in the most comfortable position.

» A specially designed LED cold light source can provide the maximum intensity of illumination
for the working spot.

» OMS2380 for ZOOM magnification adjustment system, the multiplier of OMS2380 continuously
adjusts the range from 0.4 x ~ 2.4 x. Easy and precise.

» Built-in color filters with a yellow filter and green filter, Yellow for anti polymerization, green for
surgery.

» Using LED cold light source, light intensity adjusting knob is located on the right side of the
microscope body, very close to the hand of the user. The adjustment by rotating clockwise
(increasing) or anticlockwise (decreasing) is easy and convenient, according to the user's
need.

» The special balanced arm from OMS2380 uses precise and easy springs combination, so that
the operating microscope can easily be moved according to the user's need. When using it in
working position, the light will be on, when pushing the arm upwards in rest position the light
will automatically turn off.

1.4 Performance

>  After changing magnification, view center offset can move but within 10% of the diameter of
the field.

> The field of illumination is uniform, with excellent intensity, with a color rendering index of 91/92,
the temperature of the light will stay cool and not exceed 1000 W / mr’.

>  Working noise of 65 dB (A) orless.

»  Working distance of Vario objective lens is 200 ~ 450mm;

1.5 Contraindications

No clear contraindications have been found.



2. Main components
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Fig.1 general assembly view
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Fig.2-1 A direction view

Fig.2-2 base view

Fig.3 Right back-side view
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Fig.5 Assembly the camera
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Fig.6 accessories parts



[1] Star handler fixation screw.
Lock/unlock the second arm.
[2] Balance adjustment screw for second arm.
Rotate the screw with 8mm special spanner to adjust the balance of the second arm.
[3] Star handler fixation screw.
Use this screw to adjust the vertical moving strength of the second arm.
[4] Star handler fixation screw.
Use this screw to adjust the damping of the connecting arm.
[5] Star handler fixation screw.
Lock/unlock the first arm.
[6] Lens around the balance lock knob.
[7] Lens balance balance knob.
[8] lens front and rear balance lock knob.
[?] The lens front and rear balance adjustment knob
[10] Fixation screw of main microscope..
Used to fix the main eyepiece tube.
[11] Foot Wheel.
Lock the brakes to fix the microscope in place.
[12] The second arm plate.
[13] 12.5X eyepiece
The eyepiece has a dioptric adjustment ring and a goggles height adjustment ring.
[14] Focus knobs for SuperVarioDist

Use this knob to manually adjust the focal length of the surgical microscope, focusing
range is 200 mm ~ 450 mm.

[15] Main Power Switch
To turn on or turn off the main power of the microscope.
[16] 110V/220V Voltage selector

Pushing the selector upwards, input voltage is 110V, pushing the selector downwards, input
voltage is 220V.

[17] Debug jack
[18] USB jack

Insert USB flash drive to save photos or videos or USB receiver to use a wireless mouse for
taking pictures, video and making pics scrolling.

[19] SD card jack
Insert SD card to save photos or videos.
[20] HDMI video output jack
[21] Internet cable socket
[22] Main power socket, fuse socket.

Pull out the power table, right side is fuse socket, fuse specification: T1.25 A/H250 V for
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220VAC; 12.5 A/H250 V for 110VAC.
[23] Fluorescent protection knob (optional)

Switch the LED switch knob to Fluorescent light source and turn the Fluorescent protection
knob then the fluorescent lamp will turn ON.

[24] ZOOM magnification adjustment knob

Use this knob to manually adjust the magnification of the operation microscope. The
multiplier of OMS2380 continuously adjusts the range: 0.4 x ~ 2.5 x.

[25] Filter selection button.

Rotate this knob to select large and medium light spots and yellow filters, green filters and
no filters.

[26] handle

The operation microscope is operated on the top and bottom, front and back, left and
right, rotation and so on.

[27]Photo/Video button.

Quick press button to take photo. Long press button to record video, press long again to
exit video recording. When video recording, press quick to take pictures.

[28] LED power cable and the joint for power cable.
[29] Built-in camera joint

[31] Balance arm

[32] llumination brightness adjusting button.

Rotate this button to adjust the brightness of the illumination. A contact switch installed in
the second arm serves to switch off the bulb when the microscope is in "parking" position.

[33] Photo/Video button. (Same [27])
[34] Camera (optional)
Take a photograph of a surgical microscope.
[35] Digital camera adapter (optional)
Used to connect the corresponding digital camera.
[36] External camera (optional)
[37] External camera adapter (optional)
[38] Beam splitter (optional)
[39] Binocular extender (optional)
[40] Rotating ring (optional)
[41] Binocular extender and splitter(optional)
[42] Dual iris diapragm (optional)
[43] 190 °inclinable binocular
[44] Straight binocular

[45] 45 ° skimmer binocular



3. Assembly

The microscope is packed in one package. Please open the package and take out all parts
and assemble them according to the following procedures.

The second arm
The first arm

Binocular
Connecting arm Support arm
Column —T—— |
Base

Fig.7 Assembly drawing of microscope



3.1 Assembly of base
(1) Please take out the base support from the package, lay it on the ground.

(2)Take out the pole, place the pole on the base, and after fixing the cable then secure the 4
screws.

(3) Place the plastic cover on the metal base

Fia.8 Assemblv of base

3.2 Assembly of the first arm

Take out the first arm, please pay attention, the star handler fixation screw [3] must be
fightened in advance, insert the hole to the axis, then use jump ring pliers to fix the two
axis with jump ring in the circle groove, put on the cover.

ATTENTION: the second arm uses a balancing spring. The knob [3] can only be
& tightened but not locked, therefore it is advisable to loosen the screw with the Allen

key that is under the cap of the knob itself only with the arm inserted on the pole
and the head mounted.



3.3 Assembly of microscope head

Take out microscope head from the packing, tighten with M4 socket hexagon screw.

M4
Fig.8 Assembly of microscope head

3.4 Assembly of 190° inclinable binocular

Take out the 190° inclinable binocular from the package, fix it fo the microscope head ,
make sure the pin is in the right position, then tighten the screw [10].

3.5 Assembly of handle

Manipulating handle [26] is fixed on the lower part of microscope, Handle angle can be
adjusted as you needed.

3.6 Assembly of the LED power cable

The LED power cable is fixed on the first and second arm. Plug LED power cable into the
joint [28].

A Caution: The terminals of LED power cable must be plugged in the right holes of the
joint.
3.7 How to connect the power cable

Take out the power cable and plug it info the power socket [22], on the base of the
microscope.

3.8 Built-in camera connection
Insert the built-in camera cable on the connector [29].
3.9 Video output connection

The video output cable is plugged into interface [20] on the base of the microscope and
the other end is connected to the monitor connector.
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4. Use of the microscope

Warning: To avoid the risk of electric shock, this equipment must only be
connected to a grounded power supply.

Warning: To avoid the risk of mechanical hazards, this equipment must
only be used in a controlled indoor environment.

Warning: Exposure to eyes limit max =90 seconds.

Warning: If using Fluorescent, make sure the laser portection module is on[23].

> BB P

4.1 Necessary working condition

Please make check the following points, and continue thereafter:

e Please check whether the main voltage and frequency complies with what required
by this equipment. If you will operate the equipment at 110V, please switch the
selecting switch [16] to the 110V block and change the fuse to type T2.5 A/H250 V as
supplied. If you will operate the equipment at 220V, please switch the selecting switch
[23] to the 220V block and change the fuse o type T1.25 A/H250 V as supplied.

e Check the grounding of power supply. Make sure the equipment has a good
ground-wire connection.

e Please use the power cable supplied with this equipment.

e Please make sure that all mechanical parts important for your security are assembled
correctly.

4.2 Precautions
e Please never watch the light source directly through the objective.
eThe terminals of LED power cable must be plugged in the right holes of the joint.
e Please do not cover the heat elimination grooves of power source.
e Please pay special aftention to the caution signs on the equipment.

4.3 Installation and Adjustment before use

4.3.1Adjusting the balance of second arm
e Hold the second arm, unscrew the star handle fixation screw [3].
e Insert a 8 mm inner hexagon spanner into the screw [2].
e Make sure the second arm remains in a horizontal position
e Rotate the screw [2] to adjust the balance of second arm.
e Adjust the second arm, check the balance of second arm in multiple positions.
e Adjust the star handle fixation screw [3] until the upwards and downwards resistance
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are almost equivalent.
e When adding or removing accessories, readjustment of the balance of the second
arm is necessary.

é Caution: The second arm must be held firmly before unscrewing the star handle
fixation screw [3].

4.3.2 Adjusting the microscope

e Carry out this adjustment in your normal working position, switch to 0.4 x magnification,
adjust the working distance and pupil distance of the microscope.

e Emmetropes/ operators who do not need corrective glasses: adjust the eyepiece to 0.

e Operators using his/her corrective glasses: adjust the eyepiece to 0.

e Ameftropes/ operators who need corrective glasses who know their refractive powers
and perform surgery without wearing their glasses: adjust the eyepiece to his/her own
eyesight.

e Ameftropes/ operators who need corrective glasses, who do not know their refractive
powers and perform surgery without wearing their glasses, use the following
procedure: Adjust both eyepieces to +5D, take the eyepiece and eyepiece tube from
the microscope, observe a distant object through the eyepiece, just like using a
telescope. Then rotate the diopter adjustment hoop until the image is clear. If
necessary, repeat this process for three times. Use the same method to adjust the
second eyepiece. Assemble the eyepiece and eyepiece tube back to microscope
body, tighten the fixation screw [10].

e Adjust the eye-cover until the whole visual field can be observed. Adjust the
magnification to 2.4 x , when you feel image clear, return to the magnification you
want. The image is still clear when you change the magnification, but different in
depth of field for each magnification.

Caution: It is necessary to make a form if several doctors share an operation
& microscope. Every doctor’s diopter should noted. Keep the form where all those
doctors who use the microscope find it.

4.4 Inspection before use

Please inspect the following points before the operation:
— Checkif all fixation screws and lock pins have been tightened.
— Turn on the power switch, then check the following items:

lllumination:
e LED should be in good condition.
e When moving the second arm up and down, the LED light must switch on and off. The
LED turns off automatically when the microscope is in "parking" position.
e The LED power cable has been connected.

Set balance:
e Ground must be level, so the column will be level.
e The damping of first arm, second arm, connecting arm (optional accessories) and the
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microscope has already been adjusted.

Microscope:

Adjusting the magnification:
eMagnifying knob is [24] working correctly.

Eyepiece:

e The screw [10] to fix the eyepieces has been tightened.

e Operating microscope and eyepieces have been adjusted in a suitable position for
the operation.

e Pupil distance has been adjusted.

e The eye-cover height has been adjusted to assure the whole visual field can be
observed.

e The diopter has been adjusted.

e The images are clear in each magnification setting.

Filter selector:

eFilter selector [25] is in good condition.

Base:

e The foot wheels brakes have been set.

Disinfection cover and handles:

e Star handle fixation screws, magnifying knob, illumination brightness adjusting button.
pupil distance adjustment knob, fine focusing adjustment knob etc. have been
equipped the sterile covers.

e Microscope head may be equipped with a single use sterile cover according to

doctor's requirement.

A Caution: When foot wheels are fixed, Pushing horizontal prohibited

4.5 Using the microscope
— Please make sure the above steps had been taken care of.
— The equipment had been inspected according to the requests of Inspection Form.
e Turn on the power switch.
e Move the second arm up and down to the right working position.
e Adjust the illumination.
e Select the filter which will be used.
e Move the microscope lens into the operation areaq, then adjust it fo a suitable position.
e Adjust the magnification.
e Move the operation microscope, adjust rough focusing through the eyepieces, then
adjust fine focus.

e Move the second arm to working scope, set a available angle, then lock it by Star
handler fixation screw|[3].
e if the equipment is not in use, main power should be off.

A Caution: Make sure the heat elimination groove are not covered.
13



4.6 Movement and Storage after use

e Put off all rubber caps and handles which can be sterilized in autoclaves. We

e Fold the microscope back near the column. Fasten every star knob firmly to fix the arm
and the microscope.

e Release the brakes of the wheels.

e While moving the equipment, hold the movement handles and make the equipment
move slowly and carefully to avoid falling and bumping.

e When the storage place has been reached, lock the brakes of the wheels.

e Put on the dust cover.

14



5. Maintenance

5.1 Replacing the consumable parts
5.1.1Replacing the LED
Please contact the after-sales service department.

5.1.2 Replacing the fuse
The fuse is integrated with main power input socket.
Please replace the fuse according to the following steps:
e Turn off the main power switch.
e Pull out the power plug from the main power plug [22].
e Find the fuse socket on the right side of power plug [22], take out the fuse socket from
the side with a small screwdriver.
e Take out the melted fuse.
e Insert a new fuse and insert the fuse socket back again.
e Plug in power cable.
e Turn on the main power switch.
Specification of fuse: T1.25 A/H250 V for 220VAC
T2.5 A/H250 V for TTOVAC

A Caution: Please use the bulb specially designed for this equipment.

5.1.3 Replacing the power supply cords
Replacement the power supply cords should by the manufacturer specifies service
person.

Warning: To avoid the unacceptable risk, please use the special cords for
the equipment.

5.2 Cleaning and Sterilization

Caution: Dirt on the lens must be cleaned immediately after the surgery. It will be
hard to clean when the dirt air-dried.
5.2.1 Cleaning the surface of equipment

The outer surface of the equipment may be cleaned with a wet cloth. The remaining
stains can be cleaned off with a mixture of 50% C2H50H and 50% distilled water. Do not
use any corrosive detergent or the surface may be damaged.

5.2.2 Cleaning the surface of the optical lens

To prevent the dust from staining the lens, never expose the optical lens to air without
the objective, eyepiece fube and eyepiece. Please use the dust cover after using the
microscope.

Cleaning the surface of the opfical lens: To clean the dirt on lens, such like bloodstain,
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please use a special paper or absorbent cotton with a little bit of distiled water and wash
off, the remaining stains can be cleaned off with a mixture of 50% ethanol and 50% ether.
If there is dust on the lens, blow the dust off with a dust pen. Do not wipe the lens with any
corrosive detergent, otherwise it may be damaged.

5.2.3 Sterilization

All sterilization caps should be sterilized by autoclave. The following temperature and
fime are recommended:

Sterilization temperature: 134°C for 10 minutes;
5.3 Disposal of wastes

The waste produced by this instrument is LED light source, mirror paper or nonfat
cotfton. Please do not discard it. If there is a special waste freatment facility nearby,
please use it as far as possible.The discarded instruments are processed according to the
local environmental protection law. Please do not pollute the environment.
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6. Microscope accessories list

Order Code Description

800-0030 | 190 deg inclinable binocular

800-0031 Stereo observation tube

800-0033 | 190 deg inclinable binocular with PD adjustment device

800-0037 | Dual iris diaphragm

800-0112 | Beam Splitter (50%:50%)

800-0113 | Beam Splitter (20%:80%)

800-0114 | Extender and Beam Splitter (50%:50%)

800-0115 | Extender and Beam Splitter (20%:80%)

800-0190 | Micro3D Full HD Camera Set (External)

800-0121 | 1/3" CCD Adapter f=80mm

800-0122 Binocular extender

800-0123 | Binocular rotation ring

800-0124 | 1/3" CCD Adapter f=50mm

800-0130 | 12.5X Eyepiece (2 pcs)

800-0131 | 10X Eyepiece (2 pcs)

800-0132 | 16X Eyepiece (2 pcs)

800-0133 | 20X Eyepiece (2 pcs)

800-0134 | 12.5X Eyepiece with target reticle

800-0139 | Rubber Eye Guard (2 pcs)

800-0151 | New 120 deg coupling

800-0166 | Canon Digital Camera Adapter

800-0167 | Sony Digital Camera Adapter

800-0168 | Nikon Digital Camera Adapter

800-0169 | Nikon 1J5 Digital Camera Adapter

800-0170 | Canon Digital Camcorder Adapter

800-0171 | Nex5 Digital camera Adapter

800-0174 | Sony Digital Camcorder Adapter

800-0175 | F340 Sony Nex Digital Camera Adapter

800-0176 | F340 Canon Digital Camera Adapter

800-0177 | F340 Sony Digital Camera Adapter

800-0178 | F340 Nikon Digital Camera Adapter

800-0180 | M32 Digital Camcorder Adapter

800-0181 | M43 Digital Camcorder Adapter

800-0182 | M46 Digital Camcorder Adapter

800-0183 | M49 Digital Camcorder Adapter

800-0184 | M52 Digital Camcorder Adapter

800-0185 | M58 Digital Camcorder Adapter

800-0186 | M62 Digital Camcorder Adapter

800-0187 | M55 Digital Camcorder Adapter

800-0192 | Flash adapter for Canon

800-0194 | Flash adapter for Nikon
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800-0201

Protective Lens Caps

800-0205 | Laser Filter Module

800-0250 | F450 Sony Nex Digital Camera Adapter

800-0251 | F450 Canon Digital Camera Adapter

800-0252 | F450 Sony Digital Camera Adapter

800-0253 | F450 Nikon Digital Camera Adapter

800-0270 | Rota360 F180 Canon Digital Camera Adapter

800-0271 | Rota360 F180 Sony Digital Camera Adapter

800-0272 | Rota360 F180 Nikon Digital Camera Adapter

800-0274 | Rota360 F180 Sony mirrorless digital camera Adapter

800-0312 | Wall Mount System with plastic covers

800-0324 | Ceiling Mount System for new arm

800-0400 | Easy360 mobile phone adapter

800-0410 | Plastic case for iPhone of Mobile phone adapter

800-0412 | Plastic case for Huawei of Mobile phone adapter

800-0414 | Plastic case for Samsung of Mobile phone adapter

800-0416 | Plastic case for Sony of Mobile phone adapter

800-0418 | Plastic case for Mi of Mobile phone adapter

800-0430 | Wireless Foot pedal for mobile phone

800-0460 | Micro 2D

800-0470 | Wireless Foot pedal for Micro2D

800-0472 Wireless phoht&video set for integrated full hd video
camera

800-0475 | Wireless router & Networking cables

800-3010 | Nissin MF18 Macro Flash for Canon/Nikon SLR cameras

800-3011 | Canon MT-24EX Macro Twin Lite Flash

800-9314 | Inner power supply for Canon digital camera

800-9315 | Inner power supply for Canon digital camera,long arm

800-9318 | Inner power supply for Nikon digital camera

800-9319 | Inner power supply for Nikon digital camera,long arm

800-9350 | Inner power supply for Sony camcorder

800-9351 | Inner power supply for Song camcorder,long arm

800-9354 | Inner power supply for Canon camcorder

800-9355 | Inner power supply for Canon camcorder,long arm

800-9370 | Wireless control Kit by footswitch for Canon camera

800-9372 | Wireless control Kit by footswitch for Sony camera

800-9374 | Wireless control Kit by footswitch for Nikon camera

800-1106 | Sterilizable caps for friction adjustment knobs

800-1206 | Sterilizable small caps for friction adjustment knob

800-1303 | Sterilizable cap for fine focus

800-1304 | Sterilizable cap for magnification changer

800-1306 | Sterilizable cap for rotation handle
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7. Trouble-shooting guide

In case there is any trouble, please first refer to the trouble-shooting guide. If you can not

solve the problem, please contact the authorized distributor or our after-sales service

department.

Trouble

Possible reason

Remedy

Equipment not

Main power switch is not

furned on

Turn on the main power switch or
plug in power cable

inserted o the joint correctly

working ) -
Main power down Contact alocal electrician
Main power is not turned on Switch on the main power
The fuse fube has been | Replace the fuse
melted
Power cable broken-down Replacing the power cable
Main power down Contact a local electrician
Electric part broken Contact the after-sales service
lllumination does - depurfmem —
The LED power cable is not Insert it to the joint correctly
not work

Microscope not in working
area but in "parking position”

Move the second arm fo working
area

The LED has burnt

Contact the aofter-sales service
department

lllumination brightness
adjusting button is in low
position

Adjust the button a higher position

Something covered the heat
elimination grooves

Take away the cover and
clean the heat elimination

Bulb turns on and off Jrooves
) Blower fan defect Contact the after-sales service
during the surgery.
department
Electric part defect Contact the after-sales service
department

The microscope is
obstructed when
making movement
downwards

The star handle fixation screw
of the second arm was fixed
too tightly

Re-adjust the star handle fixation
screw

Magnification
change defect

Contact the after-sales service
department

Filters defect or can
not be switched

Contact the after-sales service
department
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. Technical specification

Microscopes section (including binocular microscope, objective, eyepiece)

Magnification factor OMS2380:0.4 x~2.4 x
Work distance 200mm~450mm
Binocular F=170mm

Adjustable range for pupil distance SSmMmM~75mm

Eyepiece magnification 12.5X/17.7B, adjustable dioptor: 7D
Coaxial lllumination > 90,000 Ix

lllumination diameter of light spot (mm) ®80

Stand Section (includin

g base, column, first arm and second arm)

Second Arm Length 720mm
Rotational angle +150°
Distance +300mm

First Arm Length 500mm
Rotational angle 350°

Height 1750mm

Base dimension 610x600mm

Electrical specifications

Rated voltage

AC230V+10%/50Hz / AC120V+10%/60Hz

Input voltage

40VA

Fuse AC 120V T2.5 A/H250V
AC 230V T1.25 A/H250V

Electrical Safety | IEC60601.1

Standard

llumination source

Supplies bright, white and shadow-free light, >20,000
hours lifetime

Conditions for use Environment +10°C~+40°C
temperature
relative humidity 30%~75%
atmospheric pressure | 700 hPa~1060 hPa
Shipping and Storage | Environment -40°C~+55°C
temperature
relative humidity 10%~80%
atmospheric pressure | 500 hPa~1060 hPa
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9. EMC (eleciromagnetic compatibility)

When using the device, the EMC precautions specified below must be observed.

* Only use spare parts approved by zumax for this device.

» Do not use any portable or mobile RF communication equipment in the vicinity of the device as this may

impair the device's function.

- Do not use a mobile phone in the vicinity of the equipment because the radio interference can cause the

equipment to malfunction. The effects of radio interference on medical equipment depend on a number of

various factors and are therefore entirely unforeseeable.

« Please note the EMC guidelines on the following pages.

Warning: The microscope should not be used adjacent to or stacked with other equipment

and that if adjacent or stacked use is necessary, the MEEQUIPMENTor MESYSTEM should be
observed to verify normal operation in the configuration in which it will be use.

ii Warning: Use of ACCESSORIES, transducers and cables other than those specified, with the

exception of transducers and cables sold by the MANUFACTURER of the microscope as

replacement parts for internal components, may result in increased EMISSIONS or decreased

IMMUNITYof the microscope.

Electromagnetic interference

Guidance and manufacturer’s declaration — electromagnetic emissions

The microscope is intended for use in the electromagnetic environment specified below. The customer or the user
of the microscope should assure that it is used in such an environment.

Emissions test Compliance Electromagnetic environment — guidance
The microscope uses RF energy only for its internal
RF emissions G 1 function. Therefore, its RF emissions are very low and are
rou
CISPR 11 P not likely to cause any interference in nearby electronic
equipment.
RF emissions
Class B
CISPR 11 ) ) ) . )
- — The microscope is suitable for use in all establishments,
Harmonic emissions . . . . .
Class A including domestic establishments and those directly
IEV 61000-3-2 )
- connected to the public low-voltage power supply network
Voltage fluctuations/ . . .
) o ) that supplies buildings used for domestic purposes.
flicker emissions Complies
IEC 61000-3-3
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Electromagnetic immunity for ME equipment and ME systems

Guidance and manufacturer’s declaration — electromagnetic immunity

The microscope is intended for use in the electromagnetic environment specified below. The customer or the

user of the microscope should assure that it is used in such an environment.

IMMUNITY
test

IEC 60601
test level

Compliance level

Electromagnetic environment

guidance

Electrostatic

Floors should be wood, concrete or

. + 6 kV contact + 6 kV contact ceramic tile. If floors are covered
discharge (ESD) . ) . . . )
+ 8 kV air + 8 kV air with synthetic material, the relative
IEC 61000-4-2 o
humidity should be at least 30 %.
+ 2 kV for power + 2 kV for power

Electrical fast
transient/burst

supply lines
+ 1 kV for input/output

supply lines
+1 kV for input/output

Mains power quality should be that
of a typical commercial or hospital

IEC 61000-4-4 ] ] environment.
lines lines
) + 1 kV line(s) to | Mains power quality should be that
+ 1kV line(s) to ] i ) )
Surge line(s) line(s) of a typical commercial or hospital
i
IEC 61000-4-5 + 2 kV line(s) to | environment.

t+ 2 kV lineg(s) to earth

earth

Voltage dips, short
interruptions and
voltage variations
on power supply

input lines
IEC 61000-4-11

<5 % UT

(>95 % dip in UT)

for 0,5 cycle

40 % UT

(60 % dip in UT)

for 5 cycles

70 % UT

(30 % dip in UT)

for 25 cycles <5 %
ur

(>95 % dip in UT) for
5s

<5 % UT

(>95 % dip in UT)

for 0,5 cycle

40 % UT

(60 % dip in UT)

for 5 cycles

70 % UT

(30 % dip in UT)

for 25 cycles <6 %
ur
(>95 % dip in UT) for
5s

Mains power quality should be that
of a typical commercial or hospital
If the user of the
requires

environment.
microscope continued

operation during power mains
interruptions, it is recommended that
the microscope be powered from an
uninterruptible Power supply or a

battery.

Power frequency
(50/60 Hz)
magnetic field
IEC 61000-4-8

3A/m

3A/m

Power frequency magnetic fields
should be at levels characteristic of
a typical location in a typical
commercial or hospital environment.

NOTE Ur is the a.c. mains voltage prior to application of the test level.

22




26292. 102. 00. E2

Electromagnetic immunity for non-life-supporting ME equipment and ME systems

Guidance and manufacturer’s declaration — electromagnetic immunity

The microscope is intended for use in the electromagnetic environment specified below. The customer or
the user of the microscope should assure that it is used in such an environment.

Electromagnetic environment

IMMUNITY IEC 60601 Compliance
test test level level . -
guidance
Portable and mobile RF communications equipment
should be used no closer to any part of the
microscope, including cables, than
the recommended separation distance calculated
Conducted 3 Vrms 3 Vrms from the equation applicable to the frequency of the
RF 150 kHz~80 MHz transmitter.
EN Recommended separation distance
61000-4-6 3V/m 3V/im a=1.2Jp
80 MHz~2.5 GHz a=1.2Jp 80 MHz~800 MHz
Radiated RF a=2.3./p 800 MHz~2.5 GHz
IEC where P is the output power rating of the transmitter
61000-4-3 in watts (W) according to the

transmitter manufacturer's specifications and

d is the recommended safety distance in meters
(m).

Field strengths from stationary RF transmitters,
as determined by a site survey?@, should

be less than the compliance level in all frequency
ranges.b

Interference may occur in the vicinity of
equipment marked with the following

symbol:

NOTE 1 At 80 MHz and 800 MHz, the higher frequency range applies.
NOTE 2 These guidelines may not apply in all situations. Electromagnetic propagation is affected by
absorption and reflection from structures, objects and people.

a Field strengths of stationary transmitters such as base stations for mobile telephones and mobile land radio
equipment, amateur radio stations, AM and FM radio broadcast and TV broadcast transmitters cannot be
theoretically predicted accurately. To assess the electromagnetic environment with respect to stationary RF
transmitters, a site study of the electromagnetic phenomena should be considered. If the measured field
strength in the location where the device is used exceeds the compliance levels indicated above, the device
should be monitored to verify normal operation. If abnormal performance is observed, additional measures

may be necessary, such as re-orienting or relocating the ME equipment or ME system.
b Field strengths should be less than 3 VV/m over the frequency range from 150 kHz to 80 MHz.
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